


3D Laminate (RTF) VS. DLV Product Comparison 

Construction 

Key Features Compared Side by Side 

Seamless, one-piece construction with grain 
pattern running all in the same direction. 

Five-Piece Mitered Construction. Stiles & rails with 
perpendicular grain direction provide the overall 

look of a finished wood door. 
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Premium MDF core means less expansion and contraction 

1mens1ona a 1 1 y and doors stay flatter than wood doors. 

Heat Resistance 
Moderate heat resistance. Care should be taken 

when placed next to a high heat source such as 

an oven. 

Great resistance to delamination up to 185° 

Fahrenheit. 
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Color consistency and fade resistance similar to melamine. 
0 or onsis ency 

Better color stability over time than,solid wood doors. 

Environment All components meet Carb2 standards for environmentally friendly products. 

. . . . . . . . DL V products have an anti-microbial additive that 
Bacteria Resistance No built-in ant1-m1crob1al properties. . 

d f th l'f f th d t 1s goo qr e I e o e pro uc . 

Easy Care Clean with a non-abrasive detergent and a damp sponge or cloth. 

. . . Decorative Laminate Veneers are extremely 
Scratch Resistance 3D Laminates (RTF) have good scratch resistance. 
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Thickness 
Varies from .012" to .022" thick prior to being 

applied to substrate. 

scra c res1s an . 

.025" thick prior to being adhered to substrate. 

Color Options 28 3D Laminate (RTF) colors available. 5 DLV colors/ textures available. 

Molding Options 

Contact Us Today 
WalzCraft.com 800-237-1326 

Extensive offerings. 4 Moldings available. 
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